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1low before proceeding to the SLO light kit
,injury, etc.
ghtkititis required to observe particularly

kit elements for any signs of mechanical

2.2.Y1astic containers used Tor packing should be stored out of children reach as they
may be a potential source of danger.

2.3. Follow the instructions provided with the SLO light kit in order to ensure safe
of use and correct operation. The assembly process can be carried out only by
electricians and people trained in this field and dealing with installation of such
systems and their maintenance. Any unauthorised interference in the SLO light kit
design is strictly forbidden.

2.4.Toensure safety during assembly/ maintenance/ service, a safety zone should be
separated around the SLO light kit and directly below it. All assembly, maintenance
and service works must be carried out by qualified personnel equipped with personal
protective equipment and in compliance with safety regulations.

2.5.The SLO light kit should be used according to its intended design. FAKRO will not
be responsible for any consequences being the result of improper SLO light kit use.
2.6. Any activities related to cleaning, adjustment or dismantling should be preceded
with disconnecting the SLO light kit from the power supply.

2.7. Any repairs of the SLO light kit should be carried out by service personnel
authorised by the manufacturer.

2.8. Disassembly of the SLO kit is performed in reverse to the assembly. When
dismantling the SLO light kit, the same security measures should be taken as during
the assembly process.

2.9. Disassembled SLO light kit should be disposed of in accordance with applicable
regulations.

2.11. No terminal block. Advice from a qualified person may be required in order
to perform installation. Use screwless-type terminal (elastic) with a rated voltage
of 24A for cables with a cross-section of T mm2. Two terminals per one core cable
are required.

2.12. Damaged outer flexible cable of a light fixture cannot be replaced. In case of
cable damage, a light fixture must be disposed of properly.

2.13.The product is intended for indoor installation [
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